
We use specialized systems for metallic and dielectric coatings on large substrates with a diameter of up 
to approx. 1900 mm. These enable excellent spectral uniformity over the entire surface. Proven automated 
ultrasonic and manual cleaning processes ensure optimum cleanliness even with large geometries.
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Coating of large substrates
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We coat large-format substrates made of glass and other base materials with dielectric and metallic lay-
ers, for example on a coating system with a diameter of 1,900 mm.
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Coating 
technology

rectangular dimensions round dimensions 

Diameterlong axis short axis

EBE / IAD ca. 1750mm

Magnetron Sputtering 330mm 280mm 10 inches / 280mm, 
i.e. for Wafer

Inline Coating System 850mm 800mm

We use an inline coating system for producing large-format mirrors and filters in high volumes.
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Ultrasonic cleaning tray for glass substrates with 
large dimensions up to approx. 1m².

Coating Options

•	 Highly reflective coatings /  
mirrors

•	 Anti-reflective coatings 

•	 Filter layers

•	 Beam splitter coating

•	 UV and IR reflectors 

Substrates 

•	 Depending on the application, glass (borosili-
cate glass, borofloat, B270, float glass, etc.)

•	 Glass ceramic

•	 Quartz

•	 Metals

•	 Plastics (Zeonex, PC, PMMA  
with hard coating, ...)

Cutting of large glass substrates
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Applications of large-format coated components (examples) 

•	 Large optics for telescopes

•	 Automotive head-up displays

•	 UV reflectors with long dimensions or large diameters

•	 Large-format deflecting mirrors 

•	 Mirrors for irradiating large surfaces 


